
NEDshapes specifications

PRODUCTION PROCESS PRODUCTIEPROCES 1/10”LOOPPILE

KNOTS/M² AANTAL LUSSEN/M² ± 170.000

YARNS GARENS 100% POLYAMIDE

TOTAL THICKNESS TOTALE DIKTE ± 6 MM

TOTAL WEIGHT TOTAAL GEWICHT ±  4150 GR./M²

USE CLASSIFICATION EN1307 GEBRUIKSCLASSIFICATIE EN 1307 33

COMFORT CLASS COMFORT KLASSE L1

THERMAL ISOLATION WARMTE ISOLATIE ± 0,09 M²K/W

DIMENSIONAL STABILITY DIMENSIESTABILITEIT < 0,2 %

SOUND ABSORBTION GELUIDSABSORPTIE ± 23 DB

WALK ON TEST PERSOONSOPLADING < 2 KV

VERTICAL ELECT. RESISTANCE VERTICALE ELECT. WEERSTAND < 109 Ω

HORIZONTAL ELCTR. RESISTANCE HORIZONTALE ELECTR. WEERSTAND < 1010Ω

ANTISTATIC ANTISTATISCH JA / YES

FIRE RETARDANCY ISO 9239-1 BRANDWERENDHEID ISO 9239-1 BFL-S1

HOT METAL NUT TEST BS 4790 LOW RADIUS

LIGHT FASTNESS LICHTECHTHEID > 5

RUBBING FASTNESS WRIJFECHTHEID 4-5

WATER FASTNESS WATERECHTHEID 4-5

GkegiR7

We reserve the riight to amend the technical specifications. Subject to slight colour and strcutural deviations.

Wij behouden ons het recht voor om de constructie te wijzigen. Lichte kleur-/structuur afwijkingen voorbehouden.

NL  Informatie over de productie en belasting van het milieu

De productie vindt in Nederland en België plaats. Dit geldt voor het gehele proces: van het 

spinnen van gekleurde garens tot het snijden van de tegels. Dit betekent dat er uitzonderlijk 

weinig kilometers worden afgelegd om de tegels in Nederland te leveren en dat de 

productie ook voor grotere werken bijzonder snel kan plaatsvinden. Er vindt een interne 

recycling plaats: het snijafval wordt recycled in onze recyclinginstallatie in Nederland. De 

tegels zijn BREEAM gecertificeerd. 

EN  Information about production and environmental impact

Production takes place in the Netherlands and Belgium. This applies to the entire process: 

from spinning coloured yarns to cutting the tiles. This means that there are exceptionally few 

kilometers traveled to deliver the tiles in the Netherlands and that the production can take 

place particularly quickly for larger works. Internal recycling takes place: the cutting waste is 

recycled in our recycling facility in the Netherlands. The tiles are BREEAM certified.
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